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The following items indicate that the condition is a NOTEWORTHY COMMENT.

2. Roof Exterior

2.9  Skylights

Fair
Skylight: Although no immediate attention is advised for this roof item, it is recommended that the sealant be
evaluated quarterly to be sure sealant cracks are maintained when present.

2.10 Air Conditioner #1 (Shroud)

Acceptable

Front Air Conditioner Unit: The owner states the AC units were replaced in 2013. Manufacture dates could not
be verified but a label was discovered through the vent holes that appears to have some useful information.

2.12  Air Conditioner #2 (Shroud)

Acceptable
Rear Air Conditioner Unit: The owner states the AC units were replaced in 2013. Manufacture dates could not

be verified but a label was discovered through the vent holes that appears to have some useful information.
4(A) . Front Cap / Wall

4.0.A Sidewall Condition

Fair



(2) Front Cap Wall: The headlights are crazed and fogged. This could present a possible issue when driving at
night. It is recommended these be replaced for safety on the road.

(3) Front Cap Wall: The wipers were tested and operated as designed at the time of the inspection. Upon
examination of the wiper blades it is recommended that they be evaluated for possible replacement. It was also
noted that the wiper arm position on the windshield might need adjustment as they are not located in a centered
position on each windshield panel.

(4) Front Cap Wall: It is recommended that the Marker lights have additional sealant applied to avoid water
intrusion.

(5) Front Cap Wall: The front cap at the streetside lower front corner has separated from the adjoining sidewall. It
is recommended that this is repaired by a qualified RV technician.

4(B) . Curbside - Sidewall

4.0.B

4.3.B

Sidewall Condition

Fair

(2) Curbside Sidewall: It is recommended that all the sealant joints on the sidewall be monitored regularly for
issues of cracking and peeling. Regular maintenance will help to alleviate any possible future water intrusion.
Cargo Doors

Fair

(1) Curbside Sidewall Cargo Doors: All the cargo doors on the curbside sidewall have latches that are tight and

require significant effort to open them. It is recommended that they be adjusted by a qualified RV technician.

(2) Curbside Sidewall Cargo Doors: The propane cargo door and the battery compartment cargo door have
piston that are a bit weak and they are unable to securely hold the door open. Also, it was noted that the propane
door rubs the cargo door to the right of its position. Adjustment is recommended by a qualified RV technician.

4(C) . Streetside Sidewall

4.0.C

4.3.C

Sidewall Condition
Fair

(2) Streetside Sidewall: It is recommended that all the sealant joints on the sidewall be monitored regularly for
issues of cracking and peeling. Regular maintenance will help to alleviate any possible future water intrusion.

Cargo Doors
Fair

Streetside Sidewall Cargo Doors: All the cargo doors on the curbside sidewall have latches that are tight and
require significant effort to open them. It is recommended that they be adjusted by a qualified RV technician.

5. Entrance Doors

5.0

Door Condition
Fair
(2) Entrance Door: The door opener mechanism that keeps the door from opening past perpendicular from the RV

sidewall is not functioning as intended. It is recommended that this door system be repaired by a qualified RV
technician.

(3) Entrance Door: The rubber seal that is located midway up the right side of the door has an area of separation
that could allow water to penetrate the interior front step area of the RV. It is recommended that the rubber seal is
repaired by a qualified RV technician.

(4) Entry Door: The door housing for the deadbolt mechanism is not secured properly. It is interfering with the
rubber door seal as well as popping out of the door frame.
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7. Slideouts

7.2 Seals, Sweeps and Gaskets
Fair
(2) Streetside Front Slideout: It was observed that at the rear corner of the upper part of the slideout t-molding

bulb seal that there was a tear in the rubber. Replacement is recommended to keep water from penetrating the
sidewall when the slideout is in the closed position.

7.3 Slide Rail Gear Rack System
Fair

(1) Streetside Front Slideout: It is recommended that the drive mechanism for this slideout be lubricated for
smoother operation.

(2) Slideout Floor: The material protecting the underside of the outside slideout floor is torn in the mid portion of
the slideout. It is recommended that this slideout fabric is repaired by a qualified RV technician to prevent water
and insect intrusion.

9(B) . Drive Axle Wheel Assembly - Curbside Inside

9.1.B Tire Tread Condition

Fair

9(F) . Drive Axle Wheel Assembly - Streetside Outside

9.1.F Tire Tread Condition

Fair

9(H) . Front Wheel Assembly - Streetside

9.1.H Tire Tread Condition

Fair

11. Engine, Radiator and Transmission

11.0 Engine Running Condition

Acceptable

Engine Mileage: By the filter that was observed from one of the streetside rear compartments, it was noted that
the last engine service may have occurred on April 17, 2015, exactly two years ago. The owner verified that with
records of that engine service.

11.3 Coolant Reservoir Condition

Fair
Radiator Condition: At the time of the inspection it was noted that the coolant level was low.

11.4 Radiator Hoses Condition

Fair

13. Electrical System 120 Volt AC and 12 Volt DC

13.5 Power Cord Inspected
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Yes

(1) Electrical Shore Power Cord: It appears the electrical power cord plug head has been replaced. It is
recommended that the installation is verified by a qualified RV technician.

14. Water Systems

14.7

Waste Water Sewer / Hose Fittings

Acceptable
Sewer Cap: Itis recommended that the sewer cap be replaced to avoid leaking into the water systems bay.

16. Appliances: Kitchen

16.9

Refrigerator - Backside Cooling Coils

Acceptable

Curbside Refrigerator Vent: The condensate tray located in the outside compartment on the curbside wall had no
water in it at the time of inspection. It is recommended that the tray have water in it when the fridge is operated in
order to keep warm outside air from entering the refrigerator.

19. Interior

19.0

19.5

19.16

Ceiling Inspected

Yes
Ceiling: An indentation was noted in the ceiling material between the speakers in the living room area.

Ceiling Vents - All 12 Volt DC Fans Operate

No
Ceiling Vents: The kitchen vent fan was not operational at the time of the inspection.

Walls - Panels Discolored or Stained

Yes

Walls - Stained Panels: There are two small areas in the streetside and curbside bedroom area located towards
the ceiling area that have a discolored appearance.

20. Furniture

20.3

20.5

20.19

Chairs - Signs of Excess Wear

Yes

Driver's Chair / Passenger Chair: The arms and seat bottoms are showing signs of wear. The driver's chair has
a small tear behind the headrest. The passenger's chair has a seat belt connection that is hanging out into the
aisle.

Sofa(s) Inspected

Not Present

Sofa: The sofa on the streetside slide has been removed and a desk has been placed in that location. By the wear
pattern on the curbside living room area, it appears the sofa has also been removed from that location.

Cabinets / Dressers - Door Damage or Scratches

Yes
Kitchen Cabinet Door: The cabinet door located just left of the kitchen sink has a door stop that has come loose.
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21(A). TV #1

21.2.A Unit Properly Mounted and Secured

Yes
TV #1: The original TV has been removed and a Dynex flat screen has been retrofitted to to the box where the
original TV was located.

21(B). TV #2

21.2.B Unit Properly Mounted and Secured

Not Present
TV #2: The television has been removed.
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The following items indicate that the condition is a LIFE SAFETY ISSUE. It is in need of repair or replacement. It is
recommended that a Qualified RV Repairman or Service Person investigate further and correct as needed.

9(A). Front Wheel Assembly - Curbside

9.0.A Tire Condition
Fair

Front Wheel Assembly - Curbside: Given the DOT date of the tire of 2707, and that it is almost ten years old, it is
recommended that this tire be evaluated by a certified Michelin tire specialist for road worthiness and possible

replacement. It was also noted that the tire has significant wear along the outer edge of this tire. The streetside
front tire did not exhibit a similar wear pattern.

9(H) . Front Wheel Assembly - Streetside

9.0.H Tire Condition
Fair
Front Wheel Assembly - Streetside: Given the DOT date of the tire of 3907, and that it is almost ten years old, it

is recommended that this tire be evaluated by a certified Michelin tire specialist for road worthiness and possible
replacement.

15. Propane Tank, Lines and Connections

15.0 ASME Tank
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15.2

15.3

15.4

Poor

ASME Tank: The frame mounted ASME tank is located under the RV towards the front of the rear axle. The
solenoid activated shut off switch located in the curbside compartment, just forward of the rear axle, did not stop
propane flow inside the RV. It is recommended that this be checked by a qualified RV technician.

LP Detector

Poor

LP Detector: The LP detector located in the kitchen area failed to alarm when tested. Due to its manufacture date
of September of 2007, is recommended the detector be replaced by a qualified RV technician before the RV is
occupied.

Carbon Monoxide Detector

Poor

Carbon Monoxide Detector: Given the age of the Carbon Monoxide Detector located in the bedroom it is
recommended that it be replaced before the RV is occupied.

Smoke Detector

Poor

Smoke Detector: The smoke detector that is installed in the RV is not an RV approved unit and did not alarm
when tested. Itis recommended that the unit is replaced by a qualified RV technician before the RV is occupied.

18. Appliances: Other

18.1

Water Heater - Rubber Grommet Around Gas Line Sealed

Poor

Water Heater: The water heater's propane line grommet seal consists of aging rubber which can allow gases from
the propane heating assembly to enter the interior of the RV. It is recommended that this seal have additional
sealant applied to prevent this situation.
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The following items indicate that the condition is a MAJOR ISSUE. It is in need of repair or replacement. It is
recommended that a Qualified RV Repairman or Service Person investigate further and correct as needed.

9(A). Front Wheel Assembly - Curbside

9.1.A Tire Tread Condition
Fair
Front Wheel Assembly - Curbside: The tire is exhibiting an unusual wear pattern.

9(B) . Drive Axle Wheel Assembly - Curbside Inside

9.0.B Tire Condition
Fair

Drive Axle Wheel Assembly - Curbside Inside: Given the DOT date of the tire of 2707, and that it is almost ten
years old, it is recommended that this tire be evaluated by a certified Michelin tire specialist for road worthiness and

possible replacement.
9(F) . Drive Axle Wheel Assembly - Streetside Outside

9.0.F Tire Condition

Fair
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9(G)

9.0.G

9(l) .

9.0.1

Drive Axle Wheel Assembly - Streetside Outside: Given the DOT date of the tire of 2707, and that it is almost
ten years old, it is recommended that this tire be evaluated by a certified Michelin tire specialist for road worthiness
and possible replacement.

. Drive Axle Wheel Assembly - Streetside Inside

Tire Condition
Fair
Drive Axle Wheel Assembly - Streetside Inside: Due to the visible cracking that was observed, it is

recommended that this tire is evaluated by a certified Michelin tire specialist for road worthiness and possible
replacement.

Spare Tire Assembly

Tire Condition
Fair

Spare Tire: Given the DOT date of the tire of 1900, and that it is seventeen years old, it is recommended that this
tire be evaluated by a certified Michelin tire specialist for road worthiness and possible replacement.

13. Electrical System 120 Volt AC and 12 Volt DC

13.15

Polarity / Voltage Test - Receptacle Behind Refrigerator

Yes

Refrigerator Receptacle: The Norcold refrigerator 120 volt electrical plug-in is attached to an outlet that is
controlled by a GFClI circuit located inside the RV. It is recommended that this be evaluated by a qualified RV
technician so that if the GFCl is tripped, and the refrigerator is being used on 120 volt electrical power, that unit will
not shut down and leave the refrigerator without power.

17(B) . Air Conditioner #2

17.0.B

Air Conditioner Condition
Fair

Air Conditioner #2 - Rear AC Unit: It was observed that the rear AC unit had a noticeable chirping noise during
operation.
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The following items indicate that the condition is a MINOR ISSUE. It is in need of repair or replacement. It is
recommended that a Qualified RV Repairman or Service Person investigate further and correct as needed.

2. Roof Exterior

2.1 Front Cap, Joints and Seals
Fair

(1) Front Cap Joints and Seals: The sealant on the streetside corner is cracked. It is recommended that this joint
is repaired by a qualified RV technician.

(2) Front Cap Joints and Seals: The area around the middle of the front cap joints and seals where the radio
antenna is located has some areas of sealant failure.

2.2 Awning Rail Trim (Curbside)
Fair

Awning Rail Trim: There is an area of failing sealant near the curbside rear cap joint seal that shows an area for
possible water intrusion. It is recommended that this be repaired by a qualified RV technician.

2.3 Rear Cap, Joints and Seals
Fair

Rear Cap Joints and Seals: The streetside corner has an area where the sealant has failed. It is recommended
that this sealant joint is repaired by a qualified RV technician.

2.4 Trim Rail (Streetside)

Fair
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Trim Rail - Streetside: There is an area above the driver's streetside window where the sealant has failed. It is
recommended that this be repaired by a qualified RV technician.

2,5 Vents - Manual Crank (14 x 14)
Fair
Vents - Manual Crank: Two of the three roof vents, where the sealant was able to be accessed due to exterior

covers, showed signs of deterioration at the corners. It is recommended that these areas be repaired by a qualified
RV technician.

2.15 TV Antenna Interior Handle and Crank

Poor

TV Antenna Operation: Upon activating the TV antenna by using the interior crank in the rear bedroom, it was
observed that the crank handle was stiff and that the antenna only reached a third of its travel distance. Lubrication
is recommended to see if proper operation can be restored.

3. Front Windshield

3.0 Windshield Condition

Acceptable

Windshield: The windshield has two areas on the drivers side edge that have some appearance of a possible
water intrusion area.

4(B) . Curbside - Sidewall

4.0.B Sidewall Condition
Fair

(1) Curbside Sidewall: Midway up the rear portion of the curbside sidewall where it joins the rear cap there is an
area where sealant has come loose. It is recommended that this are is repaired by a qualified RV technician.

4(C). Streetside Sidewall

4.0.C Sidewall Condition
Fair

(1) Streetside Sidewall: Midway up the rear portion of the streetside sidewall where it joins the rear cap there is
an area where sealant has come loose. It is recommended that this area is repaired by a qualified RV technician.

4(D). Rear Cap / Wall

4.0.D Sidewall Condition
Fair

Rear Cap Wall: Midway up the rear portion of the curbside sidewall where it joins the rear cap there is an area
where sealant has come loose. It is recommended that this area is repaired by a qualified RV technician.

5. Entrance Doors

5.0 Door Condition
Fair

(1) Entrance Door: The rubber seal at the top of the entry door is ripped due to the door opener mechanism
interfering with proper closure.
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7. Slideouts

7.0

71

7.2

7.5

11

11.6

14

14.0

Slideout Roof
Fair
Streetside Front Slideout: There has been a sealant tape applied to the entire roof surface. It is recommended

that the application be evaluated for it's need and also for possible removal and evaluation. There are areas where
the tape is pulling up.

Slideout T-Molding Trim

Acceptable

Slideout T-Molding Trim: There are several areas around the slideout t-molding trim where sealant has been
compromised. Repair is recommended to avoid water intrusion.

Seals, Sweeps and Gaskets

Fair

(1) Streetside Front Slideout: It was observed at the time of the inspection that the slide appeared to be closer to
the sweeps and gaskets on the right side of the slideout looking from the outside of the RV. There was more of a

gap on the left side due to this condition. It is recommended that the slide be adjusted by a qualified RV technician
to prevent possible water intrusion.

Slideout Awning Topper Operation

Fair

Streetside Front Slideout Awning Topper: During the inspection it was noted that a birds nest had been built
underneath the awning topper. It created a condition where the awning fabric would not roll up properly. In order to
avoid further damage, most of the impediment was removed. Once that was accomplished the awning topper

appeared to return to its normal operation. It is recommended that the topper be evaluated to remove the rest of
the small amount of debris that is present.

. Engine, Radiator and Transmission

Connector ( 4 Pin or 7 Pin )
Fair

Hitch Connector Pin: The seven pin connector did not register a reading when tested at the time of inspection
with a pin connector test device.

. Water Systems

Operation and Condition of Kitchen Faucet
Fair

Kitchen Faucet: It was observed during the inspection that the faucet leaks at the stem. Water quickly collected
at the backsplash behind the sink.

17(A) . Air Conditioner #1

17.1.A Air Conditioner - Filter Condition

Acceptable

Air Conditioner - Rear AC Unit: It is recommended that the AC filter be attached to the filter assembly to avoid
being sucked into the plenum area allowing dust to build up on the cooling coils.

17(B) . Air Conditioner #2
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17.1.B Air Conditioner - Filter Condition

Acceptable

Air Conditioner - Rear AC Unit: It is recommended that the AC filter be attached to the filter assembly to avoid
being sucked into the plenum area allowing dust to build up on the cooling coils.




